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规格 Specifications

LC-SSB127R2CN06(12V7.2Ah)

风电变桨系统专用

Charge voltage

Float 

(25℃)

(Special for wind power pitch system) 

7.2 Ah

2.50 Kg (5.51 Ibs)

108A (5s)

Approx 21.0mΩ

T2

7.20 Ah

6.81 Ah

6.20 Ah

5.80 Ah

4.90 Ah

12V

151±2mm  (5.94 in.)

64.5±1mm  (2.54 in.) 

93.5±1mm  (3.68 in.)

99.5±1mm  (3.92 in.)

C20(0.360A,1.75V/cell)

C10(0.681A,1.75V/cell)

    C5(1.24A,1.75V/cell)

    C3(1.93A,1.75V/cell)

    C1(4.90A,1.67V/cell)

�����������
14.1~14.4V

           

������������
o           -3mV/单格/ C

�����������
13.6~13.8V

           

阻燃ABS

• 风电变桨系统专用 
  Special for wind power pitch system 

应用 Applications 特征 General Features 

•  25℃下，设计浮充寿命可达6年。
    Under 25℃, the designed floating
   life is up to 6 years.

•  20℃下，设计浮充寿命可达10年。
    Under 20℃, the designed floating
   life is up to 10 years.

• 特殊的排气结构和密封技术,使用安全可靠,安装灵活,
  维护便捷。
    Special exhaust structure and sealing technology, 
    safe and reliable, flexible installation, convenient 
    maintenance.

 

•  企业通过了IATF16949,OHSAS 18001,
    ISO 9001和ISO 14001体系认证
    Manufactured in ®IATF16949,
    OHSAS 18001,ISO 9001 and ISO 14001
    certified production facilities

•  符合IEC 61056，GB/T19639
   Compliance with IEC 61056,GB/T19639 
     

标准 Standards 

SSBATTERY
TM



LC-SSB127R2CN06(12V7.2Ah)

充电时间 Charging Time(hours)

浮充特性曲线 Float Charging Characteristics
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温度对容量影响 Temperature Effects in Relation to Battery Capacity
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(Special for wind power pitch system) 

风电变桨系统专用 SSBATTERY
TM

地 址 Address：中国青岛市崂山区株洲路91号

电 话 Tel：+86 532 8870 2788/400 662 1136

传 真�Fax：+86 532 8870 5788

邮政编码 Postal code：266101

网址 URL：www.ssbwindsystems.cn 

埃斯倍风电科技（青岛）有限公司

No. 91 Zhuzhou Road, Laoshan  District, Qingdao, China

放电特性曲线 Discharge Characteristics
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   12V
Battery 0   温度Temperature25 C

160 150 140 130 120 112 105 94 86 80 75

144 135 126 117 108 101 95 85 78 72 68

3 6 10 15 20 25 30 40 50 60 70

70 66 62 59 55 52 49 46 44 42 40

63 60 56 53 50 47 44 42 40 38 36

80 90 100 110 120 130 140 150 160 170 180

瞬时最大放电电流（A）
Instantaneous discharge(A)

瞬时最大放电电流（A）
Instantaneous discharge(A)

放电电流（A）
Discharge current(A)

放电电流（A）
Discharge current(A)

放电时间（S）
Discharge time(S)

放电时间（S）
Discharge time(S)

浮充设计寿命基于最长放电15秒/周
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